EXISTING SIGNALS | - PROPOSED SIGNALS . EXISTING NEMA PHASING
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NOTES

Note: g - ’ : ' (A)
Remove all unused and abandone .
cables from existing conduit. CONSTRUCTION DETA_ILS' |
_ A. Install 12 in. x 32 ft. 2-ply steel strain pole (Note: one 3 in. PVC condgit bend).
B. - Use existing steel strain pole, install femporary back guy, and rewire existing lumingire.
C. Install temporary back guy. . '
D. Install 3% in. steel span wires vehicle signal head, and relocated signs (signal heads
and signs to be tethered). '
E. Install 1 in. liquid tight flexible conduit for loop detector iead-in.
F.- Install 3 in. polyvinyl chioride [Schedule 80} electrical conduit — +renched.
G. Install handhole.

1. Geometrics shall be confirmed prior to +he'insfolla+ion of signal equipment. All traffic signal foundations shall
be installed at final sidewalk or curb grade for closed sections, highest roadway profile grade for open )
sections to meet cledrances as specified in MD 816.03, MD 818.01. MD 818.02, MD 818.04. The contractor shall
verify ultimate grades prior to the installation of all signal squipment. :

2. Loop detectors and conduits shall be installed prior to the instaliation of pavement markings.

3. All pavement marking shown are existing.,

4. Revision 'E’ is a revision to the traffic signal built in April 23, 1974 under S.H.A. Contract No.:

5. All underground and overhead utilities shown on these plans are schematic and are not +o be considsred

- K. Install 6 £t. x 30 e quadrupols +ype vehicle foop detector (3-6-3 turns). _ § com)le’re.Thc:z ?o?frac-ror shall bs re§ponsible-a for notifying all utility companies prior to construction so
J. Use existing s?ee!l strain pole. ‘ = ?hiﬂ.ait utilities may l?e foccfed IF-} the fi?id. I¥ the Contractor perceives ﬂ‘mf a conflict i?efween jrhe '
K. Use existing cabinet/control ler- :T; , tEJ:; ; : :] :;isixd::ie:‘;?fﬁc signal equipment will occurs the Con’rrccfoyj shall notify the appropriate Project Roa dway M 0 7— P hase / /
L. Use existing conduit. 4 R - :
Use existing span wire. JSE_’:’ TBﬂ?pOI'aI’J/ Slgna/ = Phé?SB 7
GEOMETRIC LEGEND Use existing handhole. =y e : : -
g w e EXISTING GEOMETRICS . Use existing handhole. splice new 2-conductor aluminum shielded cable to existing loop wire. ﬂ// _Revision E REVISIONS APPROVALS /

@ ) 01/10/06
TS recontruction due to geometric change
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PROPOSED GEOMETRICS
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. Remove existing steel strain pole.
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P. Remove existing span wire and all attached equipment (relocate existing signs).
: Q
UTILITY LEGEND 2

Remove existing handhole. '
~ Remove existing span wire and all aitached equipment. W Repiace Detection = . ) . ..
6 6 GAS MAIN T. " Rem ot - , ' S) : (Traffic Signal Plan - Maintenance of Traffic Plan)
¥ Y- WATER MAIN - Remove existing sign. ' * oLs | | | [ | ASST. CHIEF TRAFFIGERSEEERING DESIGN DIVISION o
- U. Cap and abandon existing conduit. . : Ty
S s— SEWER MAIN p and abandon existing condui | 27" i - S MD 2 (Solomons Island Rd.) at Forest Drive
£ £ ELECTRIC CABLES V. Abandon existing loop detectors. _ : : Existing Overhead , %\, _ :
: . . : ey xisting Overhea P :
D 0 STORM DRAIN ¥. Install 2 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched. i _ 1/ +c" I?{D 393 (014 p DT | kWS | T | | GHEF, TFFIC ENGREERNG DESIN DVSON | D oo FW Ramey . O T . T
A A AERIAL CABLES X. Install 3 in. polyvinyl chloride [Schedule 80] electrical conduit - bored. : ' . : - S T ’ :
. . . Solomons Road) B Reconstructed 11/24/81 CHECKED BY: A .Budnichuk S.H.A NO 71E SHEET NO. -
— T T TELEPHONE CABLES Y. Install non-invasive mirco-loop probe (set of 3). . The Traffic Group, Inc SHA No. AA-216-501-577 CALE: oo A Cointys e el — : .
* * + & CHANNELIZING DEVICE Z. Remove/replace 4 ft. monolithic median. 410-271-6600 : - | . LM, NO.
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